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Painted panels are Weather XL Silicone Polyester: ideal for agri-

cultural,  industrial and pre-engineered metal buildings compo-

nent systems. All colors are Energy Star rated. 

PBR/R Panel Product Information
 The PBR/R Panel features 4 main ribs at 1-1/4” tall with 2 smaller rib striations in

between and provides 36” of coverage.

 Applications over open purlins—Approval #: FL23310

 Available in 26 gauge.

 Minimum Roof Slope: 1/4:12 pitch with 4’ or 5’ maximum purlin spacing

 Finish Warranty: Valspar WeatherX SR Siliconized Polyester coating 40 year  Limited.

 Galvalume Warranty: 25 year

 What’s the difference in PBR and R Panels? See diagram below.

*NOTE: PBR panels are available in Galvalume or White; R panels offer 11 color options.
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IMPORTANT NOTICE 
 This manual serves as a guide to proper installation of the PBR/R Panel

 It is important to check the local building codes, HOA regulations, etc.

before installing a metal roof.

 If you have any questions regarding the proper installation of the

PBR/R panel, please contact your Mid Florida Metal Roofing Supply

representative.

SAFETY
 Tools recommended: screw gun, snips, nibbler, tape measure, drill bits,

gloves, chalk/string line, safety harnesses, etc.

 Use extreme caution at all times when installing metal roofing.

 Never walk on a wet or unfastened metal roof panel.

 Failure to adhere to proper roofing safety guidelines can cause serious

injury or death. Refer to OSHA guidelines for safety requirements.

STORAGE
◊ If metal panels are not to be installed immediately, keep stored in a 

dry location. Keep metal panels off of the ground by placing the 
panels on wood.

◊ Any moisture trapped between panels can cause damage to the 

paint, which can affect the life expectancy of your roof.
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Flashing Details 

Refer to flashing profiles for dimensions. Please note, 

modified or custom flashing is available upon request! 
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Installation Tips 

◊ The order in which this installation manual is read, is the order in which 
proper installation should occur. If you have any questions, please 
contact your Mid Florida Metal Roofing Supply representative.

◊ Underlayment installation should start at the eave of the roof and 
continue along the eave. The general overlap for underlayment is 4”. 
Please refer to Florida Building codes for specific installation instruc-

tions. Mid Florida Metal Roofing Supply recommends, and stocks, High 
Temp Peel and Stick or Midstate Synthetic Underlayment.

◊ Insulation is also available. Please ask your sales representative for 
more information.

◊ Field cutting material can be done with hand snips, nibblers, and/or 
shears. Any cutting should be completed on the ground and not 
above other panels or roof. This will help prevent the accumulation of 

metal debris that can cause damage to the paint. Please make sure 

to brush/clean off the entire roof surface once installation is com-

pleted to prevent any issues from leftover shavings.

*For your convenience Mid Florida Metal Roofing Supply stocks

(and recommends) the following: 

Hand Snips 

Hand Seamers/Folding Tools 

Nibblers 



6 

PBR Eave Detail 

TIPS: 

◊ Attach eave trim with 1” SDS Pancake screw to purlin at every 24” on center.

◊ Install inside eave closures on top of the drip edge making sure to use butyl tape on 
both sides of the closure.

◊ Allow drip edge to overhang 3” so it can be cut and bent closed for a finished look.

◊ Attach roof panels 1-1/4” away from the edge of the panel (the edge of the panel 
should be flush with the drip edge) using 1-1/4” Premium SDS screws.

◊ 4’ or 5’ maximum spacing for steel purlins.



7 

PBR Eave with Gutter Detail 

TIPS: 

◊ Gutter application will vary with gutter profiles. Be sure to ask your sales representa-

tive if your application varies from shown.

◊ Gutters can be installed by attaching the back of the gutter to the fascia or, in some 
cases, the gutter has an extended back that can be installed under the panels

(shown here).

◊ Gutter hangers are installed under the main rib of the PBR panel, at a minimum of 
every 3’, and attached to the front of the gutter with a Premium SDS 7/8” screw.
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 Gutter Accessories 

Mid-Florida Metal Roofing Supply manufactures 7 standard 

gutter profiles, as well as 4 downspout and elbow options 

(See our Flashing Profiles). Gutter straps/hangers, downspout 

straps, etc. are all available. Gutter end caps can be      

supplied to match the profiles of the gutter that you have 

chosen as well. (Please specify to your sales representative 

how many left and how many right end caps you will need.) 

Custom gutters can be created as well. A drawing      

specifying measurements, color, etc. must be provided for 

custom gutters. (See page 18 on custom trim) 

Due to the variety of gutter profiles, please verify application 

for your profile with your sales representative to ensure    

proper installation.  



9 

PBR Valley Detail 

TIPS: 

◊ When installing valley flashing start at the bottom, remembering to leave enough 
overhang to be able to cut back to be flush with drip edge.

◊ Cut roof panels so that they stop 3-1/2” from the center of the valley flashing.

◊ Apply Direct Seal to the top of the valley flashing about 1” from where the roof panel 
will be.

◊ Secure with 1-1/4” Premium SDS screws; approximately 6 per panel. You will also 
need to fasten the panel laps with 7/8” Premium SDS screws.
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Screw Pattern 

Fastener Location for Panel End and Panel End Laps 

Fastener Location for Interior Supports 

*We recommend using Premium SDS  fasteners for your

metal roof! 
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PBR Typical Details over Purlins 

PBR End Lap Detail 
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Proper Screw Installation 

TIPS: 

◊ Predrilling the metal panels on the ground can allow for easier screw installation. This 
also prevents any metal shavings from accruing on the roof which can cause issues 
later.

◊ Please see the diagram below for proper screw seating. Screws that are not proper-

ly seated can cause leaks and other issues with your roof.

◊ Note: We recommend using Premium screws for the best results!



13 

PBR/R Gable Detail 

TIPS: 

◊ Install butyl tape where the flat of the gable trim will be installed on top of 
the panel.

◊ Start at the eave of the house, remembering to leave enough overhang to 
cut and bend back trim for a finished look.

◊ Secure gable trim with 7/8” Premium SDS screws at 12” on center at both 

the top and bottom of the gable trim, as shown.
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PBR Hip and Ridge Detail 

TIPS: 

◊ For non-vented ridges, install outer closures (remember to apply butyl tape 
to the top and bottom) and fasten the ridge cap with 7/8” Premium SDS 

screws at every rib.

◊ For vented ridge caps allow a 2”-4” gap between panels at the peak. 
Razorback Ridgevent is installed in place of outer closures.

◊ Mid-Florida Metal Roofing Supply also can supply pre-formed ridge caps, 
which are form fitted for the PBR panel. (See below) These ridge caps are 
fastened at every rib with Premium SDS 7/8” screws.

NOTE: Please specify the pitch of your roof when ordering. 
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PBR Outside Corner Detail 

TIPS: 

◊ Outside corner trim is attached after the wall panels are installed.

◊ Place butyl tape along the flats of the corner trim on both ends.

◊ Place the corner trim over the wall panels (starting at the bottom of the 
building) and fasten with Premium SDS 7/8” screws at 12” on center.

◊ Remember, trim overlap is a minimum of 4”.
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PBR Inside Corner Detail 

TIPS: 

◊ Inside corner trim is installed once the interior wall panel installation is 
complete.

◊ Apply butyl tape to the flats of the inside corner trim where it will be 

fas-tened to the panels.

◊ Fasten corner trim (starting at the bottom of the building) with Premium 

SDS 7/8” screws at 12” on center.
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Boot Installation 
STEP 1: 

Choose appropriate pipe flashing with opening at least 20%
smaller than pipe diameter.  

If necessary, trim opening to 20% smaller than pipe diameter. 

STEP 2: 

Slide pipe flashing down over pipe (A non-petroleum based 

lubricant will ease installation) 

STEP 3: 

Press pipe flashing down, bending it to conform to roof profile 

or roof irregularities. A blunt tool will help press flashing into 

tight roof angles. Trace exterior of base flashing with a non 

permanent device , being careful not to score painted metal 

surface. 

STEP 4: 

Apply Geocel sealant between base and roof inside of trace 
line. Use fasteners to complete sealing. For UPC installa-tion, 

fastener spacing may not exceed 1-1/2” O.C. (Premium 

fasteners are recommended.) 
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Custom Trim 

Mid Florida Metal Roofing Supply can create custom trim designs to meet your 

specific needs. 

If you would like to request custom trim, please provide the following: 

1. A profile drawing of the trim.

2. All measurements, including hems.

3. Specify pitch or degree that the angle is needed.

4. Indicate the color side of the trim.

(SEE ABOVE)
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